HOW TO DISINFECT A WATER WELL

A Remove the well cap or the vent
[3 plpe o plug I the well is equipped
with & sanitary well seal.

Pour one gatlon of . F o :
household bleach '\ -+ s

(5.25% chlorine)

direg(ly into the well.

Connect & hose to a house spigot and

fun water directly into the well until
@ chlorine odor is present in the water,
Bun the water this way for 15 minutes.
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g Shut off watec supply to hose and
—

proceed lo systematically open each f
: ) walter fixture in the house. Let water y
KITCHEN T n theough each fixture until chioring l( b h / ¢
INCLUOE ALL odor is present. include both cold and

'W BASEMENT VALVES hot water valves.

Close all valves and pour
anather one gation of bleach
@ directly into the well, Recap the
well of replace the ven( pipe or
plug. Leave all valves closed for
& period of 12 hours or fonger
(toilets may be flushed if
needed).

Open the hose $PIgAt and discharge
@ vater to ground surlace or drainage ditch
ualit chiocine odor disappears. Open

every household fixture and tet water run
until the chlodine odor is gone.

T e

e

ea—

The well should now be propecy disinfocted.
Request your tocal Health Department o
collect & sample of your waler before using
t. The phone aumber will usually be found
listed under the city or county government \\ ‘ \‘ I( ‘ A
l 4

offices in the white pages of your telephane
directory.



